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PRESTRESSED GIRDER REPAIR LOCATIONS

(OTHER LOCATIONS MAY EXIST, SEE NOTES)

A

NOTES

FOR PRESTRESSED GIRDER REPAIR DETAILS, SEE "PRESTRESSED
GIRDER REPAIR DETAILS AND SUMMARY”SHEET.

THE LOCATIONS AND DIMENSIONS OF THE AREAS FOR REPAIR
ARE BASED ON THE BEST INFORMATION AVAILABLE. THE
CONTRACTOR, IN CONJUNCTION WITH THE ENGINEER, SHALL
VERIFY THE LOCATION AND EXTENT OF REPAIR AREAS PRIOR
TO GIRDER REPAIR.

(1) GIRDER NUMBER

GIRDER REPAIR LOCATIONS
GIRDER | LOCATION | REFAIR SLZE | agel
2 BT. FL. 2-2"x 6’ A
3 |RS.OF BI.FL| 6-4'x I'-I" B
3 |RS.OF BT.FL.| 1-9"x I'-1" C

I'-117x_1'-1"
3 BT. FL. 8"x 9" D
3 WEB -2"x 1-3" E
5 |R.S.OF BT.FL 2-10'x 10" | F
5 BT. FL. 2-6"x 10" C
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